Storing and Dispensing Fuel from a Portable Container

Flammable liquid storage containers are used to limit the fuel that's available to start a fire or feed a fire that's already started.

NFPA 30, Flammable and Combustible Liquids Code, published by the National Fire Protection Association (NFPA), requires that flammable and combustible liquids be stored in approved containers. In addition, the code establishes quantity limits for various container types and liquid classes.

**Metal Safety Cans**

Metal safety cans have a spring-loaded, self-closing lid and spout cover, and are designed to safely relieve internal pressure when subjected to fire exposure. These cans are also equipped with a spark arrestor device and are designed to prevent leakage when bumped or dropped. Metal safety cans are limited to a maximum capacity of: 2.6 gal (10 L) of Class IA and 5.3 gal (20 L) of Class IB, Class IC, Class II, or Class III liquids.

**Plastic Safety Cans**

Though many plastic safety cans are listed and approved, OSHA Standards for Construction (29 CFR Part 1926) prohibits use of plastic containers on construction job sites. For general industry use, plastic containers are limited to a maximum capacity of 1.3 gal (5 L) of Class IA and 5.3 gal (20 L) of Class IB, Class IC, Class II, or Class III liquids. Though plastic containers are sometimes allowed, metal safety cans are always preferred.

**Dispensing Fuel**

Static electricity can provide an ignition source for a fire when pouring fuel from a safety can. When pouring fuel into your equipment you should be standing firmly on the ground (concrete or soil) with the safety can and equipment in contact. Touch the piece of equipment with your hand before filling it with fuel. This will greatly reduce the build up of static electricity.

**Safety Can Checklist**

- Flammable liquids used for refueling equipment are stored according to the requirements of NFPA 30, Flammable Liquids Code.
- Flammable liquids are prohibited from being stored in job-site offices and trailers.
- Portable flammable-liquid containers are equipped with emergency venting.
- Portable flammable-liquid containers are approved for use. (ie. UL)
- Materials are readily available for cleaning up flammable liquid spills.
- Smoking is prohibited in fuel storage areas and during the refueling process.

The information used to create this brochure was obtained from sources believed to be reliable. Nationwide/Allied, its affiliates and employees do not guarantee improved results based upon the information contained herein and assume no liability in connection with the information or the provided safety suggestions. The recommendations provided are general in nature, unique circumstances may not warrant or require implementation of some or all of the safety suggestions. There may be additional available safety procedures that are not referenced in this brochure.